NEW RANGE

AGRI

CYLINDERS

NORTH EUROPE
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Penta AGRI cylinders

range includes Under Body
Cylinders with Eye to Eye (EE)
and Pins to Ball (PB).

MAIN DATA SHEET

MODEL - STROKE
DIA - STAGES No.

PART NUMBER

NEW RANGE

AGRI |3

CYLINDERS

HEIGHT
[mm]

CLOSED
CENTERS

DIAMETER

WEIGHT

TIPPING
WEIGHT

BL465765752 CRL
BL465 1155753 CRL
BL46576090 2 CRL
BL465 1140903 CRL
BL465 1530904 CRL
BL465 770105 2 CRL
BL465 11501053 CRL
BL465 15301054 CRL
BL465 19201055 CRL
BL465 11551203 CRL
BL465 15351204 CRL
BL465 19151205 CRL
BL465 2300120 6 CRL
BL465 1920 1405 CRL
BL465 2305 140 6 CRL
BL465 2695 1407 CRL
BL465 19201605 CRL
BL465 2300160 6 CRL
BL465 2685 160 7 CRL

BL465765752 CRL
BL465 1155753 CRL
BL46576090 2 CRL
BL465 114090 3 CRL
BL465 1530904 CRL
BL465770105 2 CRL
BL465 1150105 3 CRL
BL465 15301054 CRL
BL465 19201055 CRL
BL465 1155120 3 CRL
BL465 15351204 CRL
BL465 19151205 CRL
BL465 2300120 6 CRL
BL465 19201405 CRL
BL465 2305 140 6 CRL
BL465 2695 1407 CRL

3104650752003 593
3104650753001 593
3104650902002 593
3104650903001 593
3104650904001 593
3104651052001 596
3104651053004 596
3104651054001 596
3104651055001 597
3104651203001 605
3104651204001 600
3104651205001 600
3104651206001 600
3104651405001 604
3104651406002 604
3104651407003 604
3104651605001 632
3104651606001 632
3104651607001 632

3104650752002 558
3104650753002 541
3104650902003 558
3104650903002 558
3104650904002 541
3104651052002 561
3104651053003 561
3104651054002 561
3104651055002 544
3104651203002 567
3104651204003 567
3104651205005 567
3104651206003 550
3104651405003 571
3104651406005 571
3104651407002 554

[mm] [mm] [kal [ton]
538 95 24 5-11
538 95 23 4-9
538 110 33 8-17
538 110 30 7-14
538 110 28 5-11
541 125 38 11-21
541 125 40 8-18
541 125 39 8-15
542 125 37 6-12
550 145 43 13-24
545 145 53 11-21
545 145 50 9-17
545 145 47 7-14
549 165 68 13-22
549 165 66 11-18
549 165 64 9-15
577 185 89 17-29
577 185 86 15-25
577 185 84 12-21
17 95 27 5-11
100 95 26 4-9
117 110 37 8-17
17 110 34 7-14
100 110 32 5-11
17 125 31 11-21
17 125 43 8-18
117 125 42 8-15
100 125 40 6-12
17 145 48 13-24
17 145 58 11-21
17 145 55 9-17
100 145 52 7-14
17 165 72 13-22
117 165 70 11-18
100 165 68 9-15
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48018 Faenza RA -
T +39 0546 689000
hspenta@hspenta.it

hspenta.it

H.S. Penta spa
via Proventa, 31
Italy

P> Please refer to HS PENTA for any other model and design.
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3-way tipping assembly available
on demand for PB version.

High performance sealing system for
years of trouble free operation.

Improved profitability through
reduced product downtime.

All stages chromed as a standard,
polished steel version on request.

Low maintenance requirements from
installation.

P> For accessories, Supports, Brackets, Devices & Hydraulic Relevant System,
Accessories and Kits, refer to complete Technical Datasheet or contact us.
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