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THE101K THE102K
Hypress LongLife Hypress LongLife

Exceed EN 857 1SC Exceed EN 857 2SC

Fluid Power Care IMM Group

Data contained herein are for information purpose only, and it does not enlarge, amend or imply any warranty other than provided by us with the product
Any use of the product not in conformance with our instructions may be dangerous.

Dimensions and general characteristics may be chang ed at any time without prior notice.
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Internal hose: Recommended fluid:

# " � $ : % & ' ( ) * ' +  , - ( . & / '  0  1 1 ( , 2 .

Reinforcement: One high tensile steel wire braid. 3 � � 4 � 5 � �
 

� � 6 � 7 � 8
 

� � � 4 � � � � 9 � �
:: � �  ; � " �  � " < � = � 	 � : > ?  -40 @ >  +100°C ( A B C ? A > D B E F E G G >  125°)

 + 70°C H I @ A > J ? I  G C  > J G > D E  D > @ K
Operating temperature range:

External covering: from -40 to +100°C (intermittent 125°)
+70°C for water based fluids

OD Max WP Min BP Min BR Weight (approx)

in mm mm bar psi bar psi mm inch Kg/m lb/ft

TFE0P10-03 3/16" 4,8 03 10,5 100 1450 400 5800 20 0,787 0,149 0,100  

TFE0P10-04 1/4" 6,4 04 11,5 100 1450 400 5800 25 0,984 0,161 0,108  

TFE0P10-05 5/16" 8,0 05 13,1 100 1450 400 5800 30 1,181 0,185 0,124  

TFE0P10-06 3/8" 9,5 06 14,8 100 1450 400 5800 40 1,575 0,215 0,144  

TFE0P10-08 1/2" 12,7 08 17,9 100 1450 400 5800 50 1,969 0,282 0,190  
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Raccomanded Ferrule

Fluid Power Care 2 - D IMM Group

Kg

 

N I @ B C D O I P E J A I E H I @ A > J ? I G C > J G > D E
G E Q ? E R B > @ S A ? > D , D > @ G K T U O I A > O E V ,

.NBR,Synthetic rubber, extruded whole without joints, of
uniform thickness. Hydraulic fluid ptroleum based, glicol-

water based, lubrificant.

TFE0P10 TUBO FL. PILOT - 1 TRECCIA - 10 MPA P010

W . X ' Y Z 1 & * , 2 [ \ / ' 0 0 ] 1 , / , ^ , [ ' _ , Y . ^ , ` ' 0 ( . * Z + -
% . [ & Z a Z b Z [ , 0 ' *  * '  1.000.000 Z c - \ ( ) 1 * ] d  b Z / ( , 0 .

No Skive compact hose for high pressure application - Certified up
to 1.000.000 cycles.

% Z * & . & Z Y . 1 / ' + [ . X Z * ' NBR, b . ( ) * ,
e / 1 & [ \ ` Z [ , 0 ' * * ' + , _ . X  1 & ] / , 0 , . ` Z * , 2  & , ( f Z * ] ..

part number

g _ [ ' X Z 0 , 1 & , 2 / ' + 1 Z * & . & Z Y . 1 / ' + [ . X Z * '
NBR/PVC, \ 1 & , 2 Y Z 0 ' + / 0 , X ` . 2 1 & 0 Z h c ' 1 ( ' c Z
Z ( Z   & , - ( Z 0 , c , ' & c , 1 a . [ * , c \  0 ( Z + * Z h ..

NBR/PVC Anti-abrasive synthetic rubber,
resistant to oils, fuels and atmospheric conditions.

i j k j l m n k o p m o l o
: q E U A > J ? r -

l > F R C A ? G K V @ I s C V G - t K J > A C u U I v A > J ? r -
o J R K ? C G G C J > > ? D E ? J ? D I E

1.000.000. I F R S O r J G K T  w I A O > D  R B I  G > F I G C O r G > F  B C v > P E F  @ C D O E G I I
FEATURES: Lightweight - Compact design - High flexibility - Tested up to 1.000.000 impulse cycles at
rated working pressure

m C A H E @ > J ? S R G > D I s > v C B I P E J A > V D E B J I I 120bar.
t  J O S P C E  s C A C s C , I J R > O r s S V ? E  A > @  TFE00P12.

Available also in 120 bar isoline. In case of
order use code TFE00P12.

t > s F > H G > I s U > ? > D O E G I E J U O C @ A I F R > A B K ? I E F .x O u  s C A C s C  I J R > O r s S V ? E  A > @  TFE1P10.
Available also the version with smooth cover. In
case of order use code TFE1P10.
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Internal hose: Recommended fluid:

# " � $ : % & ' ( ) * ' +  , - ( . & / '  0  1 1 ( , 2 .

Reinforcement: One high tensile steel wire braid. 3 � � 4 � 5 � �
 

� � 6 � 7 � 8
 

� � � 4 � � � � 9 � �
:: � �  ; � " �  � " < � = � 	 � : > ?  -40 @ >  +100°C ( A B C ? A > D B E F E G G >  125°)

 + 70°C H I @ A > J ? I  G C  > J G > D E  D > @ K
Operating temperature range:

External covering: from -40 to +100°C (intermittent 125°)
+70°C for water based fluids

OD Max WP Min BP Min BR Weight (approx)

in mm mm bar psi bar psi mm inch Kg/m lb/ft

THE101K-04 1/4" 6,4 04 12,3 250 3600 1000 14500 75 2,953 0,174 0,117  

THE101K-05 5/16" 8,0 05 13,5 250 3600 1000 14500 85 3,346 0,216 0,145  

THE101K-06 3/8" 9,5 06 15,7 250 3600 1000 14500 90 3,543 0,249 0,167  

THE101K-08 1/2" 12,7 08 18,9 200 2880 800 11600 130 5,118 0,339 0,228  
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Raccomanded Ferrule

Fluid Power Care 3 - D IMM Group
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N q j x l � n
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FEATURES: No Skive hose – High abrasion resi stance – Pressure rating exceeding EN standard – Easy
to install - SMOOTH COVER

� Z * Z Z 0 ] 1 , / , ^ , ` ' 0 ( . * Z + -
� . ^ / , 1 & ) - [ , b . 1 1 ' \ 1 & ' * , 0 / Z -� . / , c c . * ` , 0 ' * ` ( + - , ` � . c * ] d c ' 	 Z * Z c . d ' * Z X c , 0 1[ \ / ' 0 ' c Z , 1 , _ [ ' * * ] c Z  0  1 0 + X / \ ..

High pressure lines – Easy mounting operations – Recommended
for lift machines with bunched-up hoses.

% Z * & . & Z Y . 1 / ' + [ . X Z * ' NBR, b . ( ) * ,
e / 1 & [ \ ` Z [ , 0 ' * * ' + , _ . X  1 & ] / , 0 , . ` Z * , 2  & , ( f Z * ] ..

N I @ B C D O I P E J A I E H I @ A > J ? I G C > J G > D E
G E Q ? E R B > @ S A ? > D , D > @ G K T U O I A > O E V ,

.NBR,Synthetic rubber, extruded whole without joints, of
uniform thickness. Hydraulic fluid ptroleum based, glicol-

water based, lubrificant.


 ( ' ` / ' + 1 Z * & . & Z Y . 1 / ' + [ . X Z * ' NBR/PVC,\ 1 & , 2 Y Z 0 ' + / 0 , X ` . 2 1 & 0 Z h c ' 1 ( ' c Z Z ( Z
& , - ( Z 0 , c , ' & c , 1 a . [ * , c \  0 ( Z + * Z h ..

NBR/PVC smooth synthetic rubber, resistant to
oils, fuels and atmospheric conditions..
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THE101K Hypress LongLife™ 1SC -  Exceed EN 857 1SC
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� � � � � � � � � �
  /Type Approval:

GOST

� � � � � � � � � � � � � � �
 � � � � � � � �

:� �  � � � � � 	 !  
� � " !

Internal hose: Recommended fluid:

# " � $ : ` 0 .  0 ] 1 , / , - [ , Y * ] d  1 & ' ( ) * ] d  , - ( . & / Z .

Reinforcement: two high tensile steel wire braids. 3 � � 4 � 5 � �
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 + 70°C H I @ A > J ? I  G C  > J G > D E  D > @ K
Operating temperature range:

External covering: from -40 to +100°C (intermittent 125°)
+70°C for water based fluids

OD Max WP Min BP Min BR Weight (approx)

in mm mm bar psi bar psi mm inch Kg/m lb/ft

THE102K-04 1/4" 6,4 04 13,3 430 6235 1720 24940 75 2,953 0,280 0,188  

THE102K-05 5/16" 8,0 05 14,8 400 5800 1600 23200 85 3,346 0,330 0,222  

THE102K-06 3/8" 9,5 06 17,1 350 5075 1400 20300 90 3,543 0,420 0,282  

THE102K-08 1/2" 12,7 08 20,4 310 4495 1240 17980 130 5,118 0,520 0,349  

THE102K-10 5/8" 16,0 10 23,5 280 4060 1120 16240 170 6,693 0,610 0,410  

THE102K-12 3/4" 19,0 12 27,6 240 3480 960 13920 200 7,874 0,790 0,531  

THE102K-16 1" 25,4 16 35,8 185 2683 740 10730 250 9,843 1,100 0,739  
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Raccomanded Ferrule

Fluid Power Care 4 - D IMM Group
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FEATURES: No Skive hose – High abrasion resi stance – Pressure rating exceeding EN standard – Easy
to install - SMOOTH COVER

NBR,Synthetic rubber, extruded whole without joints, of
uniform thickness. Hydraulic fluid ptroleum based, glicol-

water based, lubrificant.


 ( ' ` / ' + 1 Z * & . & Z Y . 1 / ' + [ . X Z * ' NBR/PVC,\ 1 & , 2 Y Z 0 ' + / 0 , X ` . 2 1 & 0 Z h c ' 1 ( ' c Z Z ( Z
& , - ( Z 0 , c , ' & c , 1 a . [ * , c \  0 ( Z + * Z h ..

NBR/PVC smooth synthetic rubber, resistant to
oils, fuels and atmospheric conditions..
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N I @ B C D O I P E J A I E H I @ A > J ? I G C > J G > D E
G E Q ? E R B > @ S A ? > D , D > @ G K T U O I A > O E V ,
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THE102K Hypress LongLife™  2SC -  Exceed EN 857 2SC

� Z * Z Z 0 ] 1 , / , ^ , ` ' 0 ( . * Z + -
� . ^ / , 1 & ) - [ , b . 1 1 ' \ 1 & ' * , 0 / Z -� . / , c c . * ` , 0 ' * ` ( + - , ` � . c * ] d c ' 	 Z * Z c . d ' * Z X c , 0 1[ \ / ' 0 ' c Z , 1 , _ [ ' * * ] c Z  0  1 0 + X / \ ..

High pressure lines – Easy mounting operations – Recommended
for lift machines with bunched-up hoses.

% Z * & . & Z Y . 1 / ' + [ . X Z * ' NBR, b . ( ) * ,
e / 1 & [ \ ` Z [ , 0 ' * * ' + , _ . X  1 & ] / , 0 , . ` Z * , 2  & , ( f Z * ] ..
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Special hoses


